Chapter 6
Arraying Techniques

At least five different arraying schemes can be employed in designing an
arraying system. In this discussion, they are referred to as full-spectrum
combining (FSC), complex-symbol combining (CSC), symbol-stream
combining (SSC), baseband combining (BC), and carrier arraying (CA). In
addition, sideband aiding (SA) also can be employed, even though it is not
strictly an arraying technique since it employs a single antenna (SA uses an
estimate of the carrier phase derived from a Costas loop tracking the data
sidebands to aid the carrier-tracking loop). In the next few sections, we will
discuss how each of these schemes function and attempt to clarify their
advantages and disadvantages. Furthermore, in Chapter 7, we will discuss
combinations of these schemes, such as carrier arraying with sideband aiding
and baseband combining (CA/SA/BC) or carrier arraying with symbol-stream
combining (CA/SSC), to determine if such combinations provide any further
advantage. The effective symbol SNR is derived for each arraying scheme,
assuming L antennas and accounting for imperfect synchronization. In the cases
where adjustments in both phase and delay are required to achieve
synchronization, the delay component will be assumed as known. This is
nominally true because the delay is largely determined by geometry and,
therefore, can be accurately estimated. Also, since the signal bandwidths are
narrow relative to their transmitted frequency, the delay accuracy is not as
critical as is the phase. Complexity versus performance is traded off throughout
the chapter, and benefits to the reception of existing spacecraft signals are
discussed.

In what follows, the performances of different arraying schemes are
compared on the basis of degradation only, since this parameter provides
sufficient indication for relative comparison. For an exact performance
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prediction, loss should be used in the region where loss and degradation do not
agree.

6.1 Full-Spectrum Combining (FSC)

Full-spectrum combining is an arraying technique wherein the signals are
combined at IF, as depicted in Figs. 6-1 and 6-2 [1]. One receiver
chain—consisting of one carrier, one subcarrier, and one symbol-
synchronization loop—then is used to demodulate the combined signal. The
combining at IF is two-dimensional in the sense that both delay and phase
alignment are required to coherently add the signals. Let the received signal at
antenna 1 be denoted by s;(¢). Then, from Eq. (5.1-1), we have

51(t) = /2P, sin[@ ¢ + 6, (1)] (6.1-1)

where 6,(r)=0,,(t)+0.(z). The first term on the right-hand side is
Hm(t)=Ad(t)Sqr[a)S‘.t+05L,] and represents the data modulation. The second
term is 6,.(t)=0,(t)+0,,.(t) and represents dynamics and phase noise, with
0,(t) being the Doppler due to spacecraft motion and 6,,.(¢) the oscillator

phase noise. The received signals at the other antennas are delayed versions of
s1(#) and are given by

5i(t)=s(t—7;) = /2P, sin[o.(t — 7,) + 6,(t)] (6.1-2)

for i = 2,...,L, where 7; denotes the delay in signal reception between the first
and the ith antenna (7,=0) and 6,(#)=0,(t+—71;)+A0,(t). Here, AB;(¢)
accounts for differential Doppler and phase noises, which typically are “very
small.” Complex downconverting each s;(¢) signal to IF, we obtain

x,(1) = | B 1000 0) (6.1-3)

where @, denotes the IF frequency. Delaying each x,(¢) signal by —7; (which
is assumed to be known precisely), we have

v.(0=%,(+7)= ﬁej[w,z+(w,fw(.)ri+91(z)+A6,.(t)] (6.1-4)
l 1 1 1 *

The signals y;(¢) cannot be added coherently because the phases are not
aligned [due to the factor (w; —®,.)7; and A6;], even though the data symbols
are aligned [note that Doppler phase8,(¢) is part of 6,(¢)]. Therefore, an

additional phase adjustment is necessary to add the signals coherently.
Let us consider an antenna interferometric pair as illustrated in Fig. 6-3.
The signal at antenna i arrives 7; seconds later than the signal at antenna 1,
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Fig. 6-2. FSC align and combine for a two-antenna array.

which will be used as a reference for mathematical convenience. After low-
noise amplification, the signals are downconverted to IF, where the ith signal is
delayed by —7; seconds. The latter delay consists of two components, a fixed
component and a time-varying component. The fixed component compensates
for unequal waveguide and cable lengths between the two antennas and the
correlator. It is a known quantity that is determined by calibration. The time-
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Fig. 6-3. An interferometric pair.

varying component compensates for unequal propagation lengths for the two
received signals. This component typically is precomputed from the trajectory
of the spacecraft and the physical location of the two antennas. The relative
phase difference between the signals is estimated by performing a complex
correlation on the resulting signals, which, for all practical purposes, have been
aligned in time. At the input to the correlator, the two complex signals from the
first and the ith antennas are passed through filters with bandwidth B Hz and
subsequently sampled at the Nyquist rate of 2B samples per second.
Mathematically, the complex sampled signals are given by
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¥1(5) = R e g 1)
and (6.1-5)

v, (1) = \/Fe‘i[wﬂk+(a)1_m")rf+9"([")]+n-(lk)
1 1 1

where n,(#;) and n;(#;,) are independent complex Gaussian random variables
with variances 612 =Ny B and Giz =N,y;B. 1t will be shown later that the

parameter B is essential in determining the averaging period and, thus, the
combining loss. Correlating the signals (i.e., multiplying and low-pass
filtering), we obtain

z/,(t,) =[PP n (1) (6.1-6)

where ¢;; =(w; —w,.)7; + AG;(t,) denotes the total phase difference between
the signals, and n,;, the effective noise, is given by

nil — ’ﬁej[wlrk+(a)1—w(,)rl~+9,»(tk)] nl(tk)

| (6.1-7)
+ ,\/Fle_J[wltk +0110)] n;(t)+n(@)n; (1)

with effective variance
2 2 2 2 2
GZ'[ = O-l I)I +Gi P] +Gl O-i = B(N()]Pl +N0iP] +N01NOiB) (61-8)

Following the correlation, an averaging operation over 7" seconds is performed
to reduce the noise effect. In that period, N=2BT independent samples are used
to reduce the variance of Eq. (6.1-8) by a factor of N. The SNR of
z;; =(1/N)X}_,z},(#;) at the output of the accumulator, SNR;;, thus is given

by

E(z,)E(z; .
SNR,, = ZWEE) _NRE _ A 2T (6.1-9)
Var(z;,) o No [1+1/y)+(BNy; [ B)I
where ¥, is given by
P N S
y, =4 No Yy =T (6.1-10)

Pl N()i , i=1
and is a function of the receiving antenna only. Appendix D provides these
factors for the various DSN antennas at both 2.3 GHz (S-band) and X-band.
(Note that, in radio metric applications [2], the SNR is defined as the ratio of
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the standard deviation of the signal to that of the noise and is the square root of
the SNR defined in the above equation.) When the correlation bandwidth B is

very large (in the MHz range), the signal x noise term (P67 +P,o}) can be
ignored, and the effective noise variance is dominated by the noise X noise term
(oic?),ie.,

ol ~oic? (6.1-11)

i
In this case, the SNR can be approximated by

SNR, ~ A fi 2T (6.1-12)
NOI NOi B

An estimate of ¢, q;l-l is obtained by computing the inverse tangent of the real
and imaginary parts of z;, i.e.,

~ _ I .
6y =tan~"| 1228120 (6.1-13)
Real[z;]
The probability density function of the phase estimate is given in [2] as
P(fi) = %e‘SNRn /2[1 +GeY N+ erf(G))] (6.1-14)
T

where

SNR;, =
G=,\/ > L cos(@y — i) (6.1-15)

The density in Eq. (6.1-14) is plotted in Fig. 6-4, and its derivation assumes that
the noise n;; is Gaussian (even though it is not Gaussian in the strict sense, a

Gaussian approximation still is justified by invoking the central limit theorem
due to the averaging over N samples). Figure 6-4 clearly indicates that a
reasonably good phase estimate can be obtained for SNR;; as low as 6 dB. At a
moderately high SNR;;, the distribution can be approximated by a Gaussian
distribution with variance

2 1
O~ =
¢il SNRil

(6.1-16)

In the simplest form of FSC, the signal from antenna 1 is correlated with all
other signals and the phase errors estimated. An improvement in phase-error
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Fig. 6-4. The probability distribution of measured
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estimation can be obtained by performing global phasing between L antennas,
which involves L(L — 1)/2 complex correlations as the signal from each antenna
is correlated with the signal from every other antenna [2]. In addition, closed-
loop techniques can be utilized to reduce the phase error, as illustrated in
Appendix E.

6.1.1 Telemetry Performance

In order to compute the degradation due to FSC, consider the IF signals after
phase compensation, i.e.,

Yi(tk) — Vﬁ?l_ej[wﬂk +6, (1) +A9;, (1)) + ni(tk)ej[wlfk 0, (1) +9; (1;)] (6.1-17)

where A¢; = (]3,-1 — ¢;; refers to the residual phase error between antenna 1 and
the ith signal, and n,(#;) is the complex envelope of the thermal noise with
two-sided noise spectral density N;. The signal combiner performs the

weighted sum of y,(#;), namely

L
vyt =X Biyi(t)
i=1
— i ﬂl}/ﬁej[wm +0, (1) +A¢; (1)) +n _([k)ej[wltk +0, (1) +6;1 (1 )]j|
1 1 l

i=1

(6.1-18)
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Letting 3, =1 and optimizing f3;,i=2,...,L, in order to maximize SNR’, we
obtain

B, = R No (6.1-19)
\ Pl NOz
Note that the variance of the combined complex signal y (#;) is
2 _pY BN 6.1-20
Oy = > Bi Noi (6.1-20)

i=1

The total signal power at the output of the combiner conditioned on residual
phases, A@;(t;), thus is given by

Py = |:(Y(lk) | A(pil(tk)):r

L
Y BB; [PP.Cr.Cir (6.1-21)

]:

L L
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where
C = /A0 (1) (6.1-22)

is the complex signal-reduction function due to phase misalignment between
the ith and first signals. Assuming that the ensemble average of the phase
difference between any two antennas is independent of which antenna pair is
chosen and that the residual phase of each antenna pair is Gaussian distributed

with variance Gi% , then it can be shown that

A (t;)=Ad (1),
Sy =€, = e 180201

2 2

1 i=j

0 (6.1-23)

Performing the above averaging operation over P,, the total signal power is

obtained, namely,
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L L L
Py =Rl 77+ D77 Cy (6.1-24)
i=l1 i=1 j=1
i#j
Note that in an ideal scenario (i.e., no degradation) with L identical antennas,
the signal-reduction functions approach 1 (Cj; =1 for all i,/) and Eq. (6.1-24)

reduces to Py :PlLZ. Simultaneously, the noise variance of Eq. (6.1-20)
becomes proportional to L and, hence, the SNR increases linearly with L, as
expected.

With FSC, only one carrier, one subcarrier, and one symbol-tracking loop

are required. The samples of the signal at the output of the integrate-and-dump
filter can be expressed as

v =di [P,C.Cy Cy, +10}

c-sc sy

L 6.1-25)
> 1 2 (
O =7 ;ﬂi Ny,

where P, is the combined data power given by P, sin” A and n; is Gaussian
with variance given by Eq. (6.1-25).
It can be shown that the symbol SNR in terms of P, = A sin” A is given by

L
’ _
p 7 22 2 r,Cy
by 22 2| =l ij i%j
SNR fsc — N01 . Cc Csc Csy T

(6.1-26)

where the loop losses are computed using the combined power, whether coming
from the carrier or the data. Note that in the ideal case Eq. (6.1-26) reduces to
SNRgeqt = 2P T, 1"/ Ny, as expected. The degradation factor for FSC, Dy, is

given as before [Eq. (5.2-3)] by the ratio (in decibels) of the combined symbol
SNR to the ideal symbol SNR, i.e.,

SNR
fsc
D..=10lo g ——
fsc g10 SNR. J

ideal

Lo B (6.1-27)
o 27:‘ +22?’i7’jcij

=10logo| C2 C CE| = "’;2"*"




52 Chapter 6

As an example, let P, =P, Ny =N, and ;=1 for all antennas; then the

signal and noise powers of the real process at the output of the combiner
become, respectively,

—crﬁ(z, /2 —oiq,
Py=R|L+2(L-De +(L-2)(L-De
(6.1-28)
2
and the SNR at the combiner output becomes
—0'24,/2 —0'§¢
P, B|L+2(L-1)e +(L-2)(L-1)e
SNR (. =—5= (6.1-29)
reT o2 BN, L
With perfect alignment (i.e., Gi(p — 0), the SNR, reduces to
P L
SNRjjeu = —— 6.1-30
ideal N()]B ( )

as expected and, hence, the combining degradation for the FSC scheme is given
by

_~2 2
%3/ (L) (L—-1)e 7%

L2

L+2(L-1)e

Dy, =10logy, (6.1-31)

Note that Dy, ideally approaches zero. For the case of a single antenna (i.e., no
arraying), Dy, measures the degradation due to imperfect synchronization.
Figures 6-5 and 6-6 depict the degradation of FSC, Dy, for the array of two

high-efficiency (HEF) antennas and one standard (STD) 34-m antenna as a
function of P/ N, of the master antenna (Fig. 6-5) and of modulation index A
(Fig. 6-6). Also depicted is the degradation due to any single synchronization
step (such as carrier, subcarrier, or symbol synchronization), obtained by
setting the degradation due to the other steps to zero. An “x” has been placed in
the figure to indicate the point at which carrier-loop SNR dips below 8 dB and
significant cycle slipping occurs. Because with FSC the carrier loop tracks the
combined signal, there is less degradation than when several carrier loops track
individual signals, as in the case of symbol-stream combining or baseband
combining (discussed in Sections 6.3 and 6.4).
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6.2 Complex-Symbol Combining (CSC)

As depicted in Figs. 6-7 and 6-8, signals from multiple antennas in CSC are
open-loop downconverted to baseband; partially demodulated using multiple
subcarrier loops, multiple symbol loops, and multiple matched filters; and then
combined and demodulated using a single baseband carrier loop. The advantage
of CSC is that the symbol-combining loss is negligible and is performed in the
data-rate bandwidth. Moreover, antennas that are continents apart can transmit
their symbols in real or nonreal time to a central location, where the symbol-
stream combiner outputs the final symbols. That, however, requires that each
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Fig. 6-7. The complex-symbol combining (CSC) algorithm
for an L-antenna array.
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antenna is able to lock on the signal individually. The disadvantage of CSC is
that L subcarrier and L symbol-tracking devices are needed, and each suffers
some degradation.

The subcarrier and symbol loops used for CSC can be the same as those
used in FSC or they can be slightly modified versions that take advantage of
both the in-phase (I) and quadrature-phase (Q) components of the signal. CSC
implementations with the same loops as in the FSC would use either the I- or
Q-component of the baseband signal. In either case, the loop SNRs of the
subcarrier and symbol loops need to be recomputed since the loop input can no
longer be assumed to have carrier lock. Let p’; denote the loop SNR of the ith
subcarrier loop when either the I- or Q-arm is used (i.e., the unmodified loop),
and let pslg denote the subcarrier-loop SNR when both the I- and Q-arms are

used (i.e., the modified loop). Similarly, define pS’yi and png, for the ith symbol

loop; then, from Appendix F, we have

o _:(3)2 Pai /Noi {4 1 -
. T 2Bsci Weei Pdi TV/NOi

PIQ.=(2)2 i/ Yo 1+ ! B
¥A\m) By Wy Py Tg [Ny,

;1 Pdi/NOiL

(6.2-1)

syi T 2 1
2r Bsyi Wiyi

Fyi /No,

o _ 1
Psyi =73 10
272: Bsyz Wsyl'
where By.;w,.; and B,; w,,; are the window-loop bandwidth products of the

ith subcarrier and symbol loops, respectively. Squaring losses L, for the
unmodified loop and L, for the modified loop are defined in Appendix F. For

the Galileo S-Band Mission (see parameters specified in the numerical
examples of Chapter 7), it is shown in Appendix F that using the unmodified
subcarrier and symbol loop reduces the loop SNR by 6 dB as compared with
the carrier-locked case, and that utilizing both the I- and Q-arms recovers 3 of
the 6 dB. Consequently, since the modified subcarrier and symbol loops result
in an improved performance, they will be used in this section when comparing
CSC with FSC. (The actual operating bandwidths for the modified and
unmodified subcarrier and symbol loops also are investigated in Appendix F.)
Referring to Fig. 6-7, the combining gain is maximized by aligning the
baseband signals in time and phase prior to combining. The alignment
algorithm for an array of two antennas is shown in Fig. 6-8. Here signal 1 is
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assumed to be delayed by m symbols with respect to signal 2. Therefore, the
signals are time aligned by delaying signal 2 by m symbols, where m is an
estimate of m. As in FSC, we assume perfect time alignment so that 7 =m.
After time alignment, the phase of signal 2 with respect to signal 1 is assumed
to be 0, rad. Hence, the signals are phase aligned by rotating signal 2 by the
phase estimator output éz 1-

The analysis of CSC degradation begins with the expression for the output
of the matched filter in Fig. 6-7. Note that there are actually 2L matched filters
per L antennas because, after subcarrier demodulation, a real symbol stream is
modulated by I- and Q-baseband tones. Using complex notation, the matched-
filter output stream corresponding to the kth symbol and the ith antenna,
conditioned on @;.; and @, ;, can be written as

Vi =B CCoydi s 0l (6.2-2)

Sci™~ syi

where the noise n;; is a complex Gaussian random variable with variance
Ny; / T;. The subcarrier- and symbol-reduction functions, C.,; and Ci,,, are
given by Eq. (5.2-9) after replacing ¢,. by ¢,.; and ¢, by ¢,,;. The baseband

carrier frequency A®,. /(27) is equal to the difference between the predicted
and actual IF carrier frequencies and is assumed to be much less than the
symbol rate, i.e., Af, <<1/T,. The degradation at the output of the matched

filter when the carrier is open-loop downconverted is approximately given as

2
_ [ sin(A£,.T,/2) )
Dyy = (—Achs I ) (6.2-3)

Figure 6-9 illustrates the matched-filter degradation as a function of A f.T,, and
it is clear that the degradation is less than 0.0129 dB when A f.T, <0.03.
The combined signal after phase compensation, v, in Fig. 6-7, is given as

L A
-j6;
vi= Bvie (6.2-4)
i=1

where v ; is given in Eq. (6.2-2) and él-l is an estimate of 6;;.
After substituting Eq. (6.2-2), the combined signal can be rewritten as
follows (see Appendix G):

v =P d ettt g (6.2-5)

where the variance of the combined complex noise is given as [3]
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~

The conditional combined signal power, P’, is given as

L L
P'= Pl 2 zyiyjcscicsqicsyicsyj Ctj (62'7)
i=1 j=1

ej[A‘Pil —Adj] [

where Cj; = as in Eq. (6.1-23)]. The signal v, then is

demodulated using a baseband Costas loop with output equal to e /*?<"«*),

where 6, is an estimate of 6,. The demodulator output is a real combined

symbol stream and can be represented as
v, =\P'C.d, +n, (6.2-8)

where C, and P’ are respectively given by Egs. (5.2-9) and (6.2-7). The noise
n; is a real Gaussian random variable with variance 65 = 012, /2, where Gﬁ is
given by Eq. (6.2-6). The SNR conditioned on ¢, @y, @, A¢;;, denoted
SNR/,., is defined as the square of the conditional mean of v, divided by the

conditional variance of v,, i.e.,

0.0 T T T

Darc (dB)

5.0 I | I
0.0 0.2 0.4

AfT

Fig. 6-9. Degradation at the matched-
filter output versus the carrier frequency
error-symbol time product.
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L

L
2PT. 2 2 Yiv; Csci Cscjcsyi CSyj le/
, 2 i=1 j=1
SNR/,, = 1= 2=t

cse T
NOl

- (6.2-9)

6.2.1 Telemetry Performance

The degradation is found, as before, by dividing the unconditional CSC
SNR, which includes the effects of synchronization and alignment errors, by
the ideal SNR. The unconditional SNR, denoted SNR ., is computed by taking

the statistical expectation of SNR{ with respect to @, dy;, @5 A@;y. The
phase probability densities are assumed to be the same as before. In addition,
. and ¢s_.. are assumed to be independent when i # j, and the same is true

SCi scj p J

for ¢,,; and ¢,,;. Consequently,

L L L
2~2 ~2 ., \\w N~ A~~~
Zyi Csci Csyi + Zz}/z’y j Cscicscjcsyicsyjczj
_2RT; CTZ i=1 i=1 j=1
- c
Ny, r

SNR,,, (6.2-10)

where the average signal-reduction function due to phase misalignment
between baseband signals 7 and j, denoted Cj;, is given by Eq. (6.1-23) with
Oagi =1/SNR

The CSC correlator SNR, or SNR is shown in

cscil® cscil»
Appendix G to be
TCL.CL CL.Ct
SNRcscil = Pl > = ;Cl ;yl 1Sy1 NOi (62-1 1)
o1 Cscicsyi + Cscl Csyl ?1 + PTS

where T is the averaging time of the correlator and 7, is the symbol period.
C,,., and C?

syi» syl
and symbol loops are given by Eq. (5.2-9), where the loop SNRs are given by
Egs. (E-7) and (E-14).

The carrier-loop loss Cf also is given by Eq. (5.2-9) with the loop SNR p..
in that equation computed using the average combined power P’/ Ny, , found

~ 2

The loop-reduction functions C, ;,C

sci» Csci» for the ith subcarrier

by averaging Eq. (6.2-7) over all phases and dividing by the effective noise
level, NoeﬁzTSGIZ,. Ideally, with no phase errors,

C2=C2=C}=C,=C, =C; =1 and Eq. (6.2-10) reduces to 2RT,T'/ N,
as expected. The degradation will be
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L L L
2%‘2 Cszcicszyi + 227;‘3’]‘ CeiCyc jCyy iCyy jCij
im1 i=1 j=I

Dcsc = IOIOg C_L2 i¢jrz (6.2-12)
Several examples of this scheme for the Galileo Mission are given in the
numerical examples of Chapter 7.

6.3 Symbol-Stream Combining (SSC)

SSC involves the arraying of real symbols, as opposed to complex symbols.
As with CSC, the advantage of SSC is that the combining loss is negligible [4]
and is performed in the data-rate bandwidth. Moreover, antennas that are
continents apart can transmit their symbols in real or nonreal time to a central
location, where the symbol-stream combiner outputs the final symbols.
However, that requires each antenna to be able to lock on the signal
individually. The disadvantage of SSC is that L carrier, L subcarrier, and L
symbol-tracking devices are needed, and each suffers some degradation. For
moderate-to-high modulation indices, the carrier degradation can be reduced by
employing sideband aiding at each antenna.

As depicted in Fig. 6-10, each antenna tracks the carrier and the subcarrier
and performs symbol synchronization individually. The symbols at the output
of each receiver then are combined with the appropriate weights to form the
final detected symbols. The samples of the signal at the output of the symbol-
stream combiner are

RF/IF | Carrier Subcarrier Symbol
1 "| Tracking ] Tracking I Sync
v
Align Vi
and
Combine Output
Symbols
A
RF/IF Carrier [ | Subcarrier |_,,| Symbol
2 Tracking Tracking Sync

Fig. 6-10. Symbol-stream combining (SSC).
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L
Vi = deﬂM Pdicci Csci Csyi + nllc (6.3-1)
i=1

where the f3; are weighing factors given by Eq. (6.1-19), P;; =P, sin? A is the
received data power at antenna i (P, is the total received power), and C,, C,.,
and C,,; are the degradation functions at the ith antenna, as defined in

Eq. (5.2-9). There is negligible loss when combining the symbols (<0.05 dB),
and, assuming that each receiver chain has a one-sided noise power spectral
density level Nj;, it is straightforward to show [5] that the variance of nj is

given by

| &
2 2
Oy o7 Zﬁz No; (6.3-2)

s =1

The conditional symbol SNR (assuming that the various phase errors are
known) at the output of the combiner is

—2

, ]

SNR{,. ==~ (6.3-3)
o,

where v is the mean of v, conditioned on ¢.;,9,.,9,,; for i=1,...,L. Using

Egs. (6.1-10), (6.3-1), and (6.3-2) in Eq. (6.3-3), we get

L 2
2 Yi Ccicsci syij

SNR,, = 2§“TS L - (6.3-4)
01

Note that, in the absence of any degradation, the conditional SNR simplifies to

2P, T, 2P, T
SNR jjea1 = ]\;“ : 2%’ =—A;” =T (6.3-5)
01 =1 01

with I' being the ideal gain factor obtained at antenna 1, which again for
convenience is denoted as the master antenna. For L identical antennas with
equal noise temperatures, we have y; =y, =1 for i = 2...L, and the ideal SNR
reduces to 2LP; T,/ Ny, as expected. The actual SNR at the output of the
symbol combiner is obtained by averaging the conditional SNR over the
unknown phase errors, which are embedded in the constants C,,C,C,,; defined

sci ™~ syi
in Eq. (5.1-5), i.e.,
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22 A2 ~ ~ -~ -~~~
271 C Cvcz var + zzylyj Cczcvcz syi CCjCS‘CjCS‘yj
i=1 i=1 j=1
SNR,, = 22,17; L
01

(6.3-6)

Because the noise processes make all the phase errors mutually independent,
the computation of the unconditional SNR in Eq. (6.3-6) reduces to the

computation of the first two moments of the various C;,C.;, and Cjy; given in

Eq. (5.2-9). Finally, we define the SNR degradation factor D,. (in decibels)
for symbol-stream combining as

SNR ...
Dssc =1010g10 SI\IR—MJ
ideal
2 2 A2 A2 ~ -~ ~ ~ ~ -~
z C Csu CA}I + 22}/17/] CczCsu syi chcsqcsy/
=11
=10log,, li;z

(6.3-7)

Figures 6-11 and 6-12 depict D,,. for an array of the same three antennas
as were used in the FSC example as a function of P/ N, of the master antenna

(Fig. 6-11) and of the modulation index (Fig. 6-12). Also depicted is the
degradation due to any single synchronization step (such as carrier, subcarrier,
or symbol) obtained by setting the contribution due to the other steps to zero.

6.4 Baseband Combining (BC)

In baseband combining, each antenna locks on the carrier signal, as
depicted in Fig. 6-13. The baseband signals, consisting of data on a subcarrier,
are digitized, aligned in time, and combined, and the symbols are demodulated.
The combined digital symbols can be modeled as

L
Vi = dk Csc Csy 2 ﬂi \ Pdi Ccicbbi + nllc (64'1)
i=1
where Cp,; =(1-2ml7;1) is the signal-reduction function for the baseband

combiner, m is the ratio of the subcarrier frequency over the symbol rate, and
7; is the delay error of the ith telemetry time-aligning loop (7, =0) [6]. For the

combined signal, only one subcarrier and one symbol-tracking loop are
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Fig. 6-13. Baseband combining (BC).

employed and, hence, no subscripts are needed for the random variables ¢,
and @,. The variance of v, due to thermal noise still is given by Eq. (6.3-2).

Again, as with the SSC scheme, the conditional SNR at the output of the
matched filter is given by

L 2
Z%’Cc iCob iJ

2
(Vk |¢c’¢sc’¢sy’ri) 2Pd1Ts 2 ~2 [i=1
= Csccsy
NOl NOl

SNR}, = (6.4-2)

r

In order to compute the unconditional SNR, we have to average Eq. (6.4-2)
over all the phase- and delay-error processes in the corresponding tracking
loops, resulting in

Lo
2,2 A2 = = = =
2 ViCoi Cipi 2 Z ViV iCeiCe iCob iCrp j
2P T C_ZC_Z i=1 bJ i#] 6.4-3
NO] sc =Sy T ( T )

SNR,,. =

The signal-reduction function for the time alignment of baseband signals, Cy;;,
has the following first two moments:
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_ 2
Cpi=|1-2m |—0
bbi ( \“ﬂ' TJ

o (6.4-4)
—— 2
Ch, = (1 —4m \‘;;oﬂ. + 4m203i]

where G.% ; denotes the variance of the ith time-aligning loop and is computed
to be [6]

62 _ Bri 1
Ti ~ 2 ‘ | 2
8320 Lo ot Jers( Pao? )]

In the above equation, B;; denotes the bandwidth of the time-aligning

—1], i=2,.,L (6.4-5)

loops, B, the noise bandwidth at the input to the digitizer (assumed to be the
same in all channels), and Giz = N,; B, (note that C,,; =1 and Cgbl- =1). The
equations for the moments of C,. and C;, are those given by Eq. (5.2-9) with

the variances computed using the combined P,/ N,. Note that under ideal

conditions (i.e., no phase or delay errors in the tracking loops), all C’s are 1,
and the SNR reduces to

2Ples

01

SNRideal =

r (6.4-6)

as in the symbol-stream combining case [Eq. (6.3-5)]. As expected, BC has the
same SNR performance as other schemes under ideal conditions. Once the
unconditional SNR is computed for the BC scheme using Eq. (6.4-3), the
degradation factor is obtained as before, namely,

SNR
Dy, =10logyg SNTbC)

ideal
L - L (6.4-7)
N ¥ CE Copi+ D 717 CeiCj CopiC,
— i)
=10 10g10 Cvzc Csy : ;]2

Figures 6-14 and 6-15 depict the degradation due to baseband combining,
Dy, as a function of both A /Ny, (Fig. 6-14) and A (Fig. 6-15), assuming the
same array as in the FSC case. Note from Fig. 6-14 that the subcarrier and
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Fig. 6-14. The degradation of BC versus P1/Np: for a
modulation index of 65.9 deg.

symbol degradations are less than their counterparts in SSC (Fig. 6-11) because
these loops track the combined signal.

6.5 Carrier Arraying (CA)

In carrier arraying, several carrier-tracking loops are coupled in order to
enhance the received carrier signal-to-noise ratio and, hence, decrease the
telemetry (radio) loss due to imperfect carrier synchronization. The coupling
can be performed using phase-locked loops (PLLs) for residual carriers or
Costas loops for suppressed BPSK carriers. Only the PLL case is considered
here to illustrate the idea of carrier arraying. A general block diagram is shown
in Fig. 6-16, where two carrier loops share information to jointly improve their
performance, as opposed to tracking individually. Carrier arraying by itself
does not combine the data and thus needs to operate with baseband combining
or symbol-stream combining to array the telemetry. This is shown in Fig. 6-16,
where baseband combining is employed to array the data spectrums.

There are basically two scenarios in which one would employ carrier
arraying. In the first scenario, a large antenna locks on the signal by itself and
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then helps a smaller antenna track. In this case, the signal might experience
dynamics requiring a large loop bandwidth and, hence, the signal would have to
be strong enough to enable the carrier loop to operate with the large bandwidth.
A large antenna with a strong signal first is used to track the signal and then the
dynamics of the signal are estimated and removed from the weaker signal to
enable the other carrier loop to operate with a smaller bandwidth and, hence, a
higher loop SNR. In the second scenario, the signal is too weak to be tracked by
any single antenna but can be tracked jointly by two or more antennas. The
combining methods used in the latter case are similar to those employed in FSC
when aligning the phases of pure tones (hence, requiring a smaller correlator
bandwidth). In either scenario, carrier arraying can be implemented in one of
two ways—at baseband or at an intermediate frequency (IF).

6.5.1 Baseband Carrier-Arraying Scheme

Baseband carrier arraying is illustrated in Fig. 6-17, where the error signals
at the output of the phase detectors are combined at baseband. This scheme is
analyzed in [7], where it is shown that the variance of the phase-jitter process in
the master PLL is given by

o 1 f H,(2) 2% Ny,
cl 27[] L Z 2’TCIPC1
1+27,-H1(Z)[1—Hi(2)]
. i=2 ) (6.5-1)
+2y2 1 H,(2)[1- H;(2)] dz Ny,
<" 2 L z 218
i 1+2'}/,'H1(Z)[1_Hi(z)]

i=2

where H;(z) is the closed-loop transfer function of the ith loop and T; is the

loop update time. The above integral is difficult to evaluate in general.
However, when B.; << B, for i = 2,...,,L, which is the preferred mode of

operation, the above integral can be approximated by

L
2
BciZ:Bf No;

2 i=1
o,=—=— 6.5-2
cl PCIFZ ( )

which assumes ideal performance. In this case, the master-loop SNR becomes

P

C

Poj=——T (6.5-3)
¢ BCINOI
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Fig. 6-17. A baseband implementation of carrier arraying.

assuming identical noise spectral densities. The actual variance typically will be
larger and requires the evaluation of Eq. (6.5-1), which depends on the actual
loop filters implemented.

6.5.2 IF Carrier-Arraying Scheme

One form of IF carrier arraying is depicted in Fig. 6-18 and is conceptually
the same as full-spectrum combining. In this case, the carrier power, P.;, is

substituted for the total power, P;. So, all equations and results derived for the

FSC scheme regarding the combining loss can be automatically applied to the
IF carrier-arraying scheme. Phase estimation in this case can be performed by
downconverting the received IFs to baseband using a precomputed model of the
received Doppler and Doppler rate. The correlation can be computed at
baseband using very small bandwidths B and, hence, requiring short integration
times 7. From Eq. (6.1-8), the variance of the ith carrier correlator is

0;; = B(N P + NPy +NoiNo;B) = N No; B (6.5-4)

while the correlator’s SNR is

SNR = Py P 2T

= 6.5-5
© Noy No; B ( :
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Fig. 6-18. An IF implementation of carrier arraying.

Note that, for IF carrier arraying, the bandwidth B is much narrower than
that used in FSC since the data spectrum is not employed. The signal combiner
performs the weighted sum of carrier signals c;(¢), giving the complex

combined carrier signal
L i[;:t4+0;(1)+AP,. ; (1)] i[w;t+0,(t)+Ad,;(1)]
p /1Oy ci JLOp; ci
c(t)=2ﬂ,~HPc,-e e ]+ n; (e’ """ (6.5-6)
i=1

Following Eqgs. (6.1-21) through (6.1-24), the average carrier power and the
variance of the combined complex carrier signal ¢ (¢) are, respectively,

L L L
5 R
Pc =Zﬂl Pcl +22ﬂiﬂ]\/PuchCcl]
i=1 i=1 j=1
i)
A (6.5-7)
=F, 27’;‘ +22?’i7’jccij
i=l i=1 j=I
izj
and
L
0. =BY BNy, (6.5-8)
i=l

where
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C. = E{e.i[Apr-,n(fk V=A@, i (g )]}

cij—
2 2
_ {e_(l/Z)[O'A% i +0'A¢(, jl ], l # j, O-i(bc | = 0 (65-9)
1, i=j
and
62, =1 (6.5-10)
Ade;j SNRCU )

To illustrate the results with a simple example, let P.; = P.;, Ny; = Ny, and

C
B; =1 for all antennas; then the signal and noise powers of the real process at
the output of the carrier combiner become, respectively,

—Giw /2

P.= PCI[L+ 2L-1)e F(L=2)(L—1)e “he (6.5-11)

2
GA(P,C =BLN01

resulting in a correlator SNR:

P
SNR, = —¢
GA¢,C
= L (6.5-12)
_ g.l[L +2(L—1)e "%<"> L (L-2)(L—1)e "2 ]
BLNy,
In an ideal scenario, Gi(p’ . —0and
P, L

SNR . igeal = ﬁ (6.5-13)

as expected. The combining degradation in dB for IF carrier arraying becomes

~Orpc /2

F(L-2)(L~Te M ]
L2

[L +2(L-1e
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